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Professional model of air riveter to install blind rivets.
● Thank you very much for purchasing “LOBSTER” air riveter. To ensure correct operation,
please read this instruction manual carefully, and keep it in a safe plase for later reference.
● This instruction manual contains information for models AR-011MX and AR-011HX.
Be sure to refer to information that is applicable to the model you are using.
● This is Original instructions. (Original Instruction Manual is written in English language.)

MANUFACTURER
International Marketing & Sales Division
12-8 Shijo-cho, Higashi Osaka City
Osaka 579-8053, Japan
Telephone ： +81(72)981-7466
Telefacs ： +81(72)981-9420
URL http://www.lobtex.co.jp/
ＰＲＩＮＴＥＤ ＩＮ ＪＡＰＡＮ

英語／ＥＮＧＬＩＳＨ

ＩＮＳＴＲＵＣＴＩＯＮ ＭＡＮＵＡＬ

●ＩＮＴＲＯＤＵＣＴＩＯＮ
● Thank you very much for purchasing “LOBSTER” air riveter.

英語／ＥＮＧＬＩＳＨ

◎ These are the blind rivet tools which is only used for fixing blind rivets.
These tools are not designed for other purposes.
◎ This instruction manual shows how to use the tools safety, work properly, maintenance and
inspection which will make tools more effectively.
◎ Please check the blind rivets specification and durability on customers side before using it.

１ ＩＭＰＯＲＴＡＮＴ ＮＯＴＩＣＥＳ
● Please read this instruction manual carefully before using the tools. Also, please follow the
instructions in the manual when changing the parts.
● Please contact your nearest Lobtex distributor if there was unclear point about the tools.
● It is impossible to define every risk by using the tools and show in this instruction manual.
Please be sure to use the tools in safe condition besides what is indicated in this
instruction manual.
● The copyright of this instruction manual is owned by Lobtex Co., Ltd. It is forbidden to
release, copy or translate to other language without permissions.

２ ＥＸＣＬＵＳＩＯＮ ＯＦ ＬＩＡＢＩＬＩＴＹ
● We do not recompense any failure caused either directly or indirectly and will not
recompense blind rivet such like the durability of the blind rivet.
● We do not recompense any failure caused by remodel the tools without any agreement by
documents.
● We do not recompense any failure which was caused by using the spare parts which is not
recommended.

１

●ＩＭＰＯＲＴＡＮＴ ＳＡＦＥＴＹ ＩＮＳＴＲＵＣＴＩＯＮＳ
◆ Be sure to read following IMPORTANT SAFETY INSTRUCTIONS carefully and make
sure that you understand them thoroughly before using this tool.

◆ This is the safety alert symbol. It is used to alert you to potential personal injury hazards.
Obey all safety messages that follow this symbol to avoid possible injury or death.
ＷＡＲＮＩＮＧ and
◆ The IMPORTANT SAFETY INSTRUCTIONS are divided into
The defferences between these two levels are described below.

ＣＡＵＴＩＯＮ .

ＷＡＲＮＩＮＧ ： Indicates a potentially hazardous situation which, if not avoided, could result
in death or serious injury to the operator.
ＣＡＵＴＩＯＮ ： Indicates a potentially hazardous situation which, if not avoided, may result
in moderate injury to the operator or physical damage.
Moreover, failure to follow the instructions marked with the
ＣＡＵＴＩＯＮ symbol or causions
without a
ＣＡＵＴＩＯＮ symbol which appear in the text of this manual may also have serious
results in some cases. Always be sure to observe the instructions given in the Important Safety
Instructions.
◆ After reading this instruction manual, keep it in a safe place where it is easily accessible to
tool users.

ＷＡＲＮＩＮＧ
１. Ｔｈｅ ａｉｒ ｐｒｅｓｓｕｒｅ ｓｈｏｕｌｄ ｂｅ ｋｅｐｔ ｗｉｔｈｉｎ ｔｈｅ ｒａｎｇｅ ｏｆ 0.5 ｔｏ 0.6 ＭＰａ．
・ If an air pressure which is greater than this is used, the tool may become damaged, and injury or
damage to property may result.
２. Ｎｅｖｅｒ ｌｏｏｋ ｉｎｔｏ ｔｈｅ Ｎｏｓｅｐｉｅｃｅ ｏｆ ｔｈｅ ｔｏｏｌ， ａｎｄ ｎｅｖｅｒ ｐｏｉｎｔ ｔｈｅ Ｎｏｓｅｐｉｅｃｅ
ｔｏｗａｒｄ ｏｔｈｅｒ ｐｅｒｓｏｎｓ．
・ If the tool is used while the cut mandrels are still inside the tool not being ejected, these mandrels
may be ejected from the tool's Nosepiece during use and cause serious injury.
３. Ａｌｗａｙｓ ａｔｔａｃｈ ｔｈｅ Ｓａｆｅｔｙ Ｃａｐ ｂｅｆｏｒｅ ｕｓｅ．
・ If this is not observed, the spent mandrel may be ejected when the rivets are cut and cause
serious injury.
４. Ｗｅａｒ ｐｒｏｔｅｃｔｉｖｅ ｇｌａｓｓｅｓ ｄｕｒｉｎｇ ｕｓｅ．
・ Failure to do so may result in an accident or personal injury in case that a rivet or a piece of spent
mandrel jumps out toward you from the tool's Nosepiece or Safety Cap.
５. Ｍａｋｅ ｓｕｒｅ ｔｈａｔ ｔｈｅ ｔｏｏｌ ａｎｄ ｔｈｅ ａｉｒ ｓｏｕｒｃｅ ａｒｅ ｃｏｎｎｅｃｔｅｄ ｓｅｃｕｒｅｌｙ．
・ If the threads of the joints do not match or if the screws are not inserted far inough, the air hose
may become disconnected during use and injury may result.
・ Use hose bands to securely connect the Air Hose Joint and air hose. If they are not connected
securely enough, the air hose may become disconnected during use and injury may result.

２
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◆ Always wear eye-protection at all times during use. If this is not observed, the cut
mandrels may eject out when the rivets are cut and cause serious injury.

ＷＡＲＮＩＮＧ

英語／ＥＮＧＬＩＳＨ

６. Ｔｕｒｎ ｏｆｆ ｔｈｅ ａｉｒ ｓｕｐｐｌｙ ｂｅｆｏｒｅ ｄｉｓｃｏｎｎｅｃｔｉｎｇ ｔｈｅ ｔｏｏｌ ｆｒｏｍ ｔｈｅ ａｉｒ ｓｏｕｅｃｅ．
・ Compressed air may cause the air hose to whip around, and injury may result.
７. Ｃｈｅｃｋ ｔｈａｔ ａｌｌ ｔｈｅ ｔｏｏｌ ｐａｒｔｓ ａｒｅ ｆｒｅｅ ｆｒｏｍ ｄａｍａｇｅ ｂｅｆｏｒｅ ｕｓｅ． Ａｎｙ ｄａｍａｇｅｄ
ｐａｒｔｓ ｓｈｏｕｌｄ ｂｅ ｒｅｐａｉｒｅｄ ｂｅｆｏｒｅ ｔｈｅ ｔｏｏｌ ｉｓ ｕｓｅｄ．
・ If the tool is used while any parts are still damaged, injury may result.
・ If the tool is damaged by objects being dropped onto it, for instance, the damaged part may break
and accident or injury may result.
・ Don't pull and drag the tool by the air hose. It may trigger some damages on the tool body, breakage
of Rotary Joint or some other defects and lead serious troubles with injuries.
８. Ｉｆ ｕｓｉｎｇ ｉｎ ｅｌｅｖａｔｅｄ ｌｏｃａｔｉｏｎｓ， ｕｓｅ ａ ｓａｆｅｔｙ ｈａｒｎｅｓｓ， ａｎｄ ｔａｋｅ ｃａｒｅ ｔｏ ａｖｏｉｄ
ｄｒｏｐｐｉｎｇ ｒｉｖｅｔｓ ｏｒ ｔｈｅ ｔｏｏｌ ｉｔｓｅｌｆ．
・ Accident or injury may result if this practice is not followed.

ＣＡＵＴＩＯＮ .
１. Ｂｅｆｏｒｅ ｓｔａｒｔｉｎｇ ｍａｉｎｔｅｎａｎｃｅ ｏｒ ｄｉｓａｓｓｅｍｂｌｉｎｇ ｔｈｅ ｕｎｉｔ ｔｏ ｒｅｐｌａｃｅ ｐａｒｔｓ， ｂｅ
ｓｕｒｅ ｔｏ ｔｕｒｎ ｏｆｆ ｔｈｅ ａｉｒ ｓｕｐｐｌｙ．
・ Performing maintenance or disassembly with air supplied may cause a part to jump out, oil to squirt
out, or the unit to perform unexpected behavior, and may result in an accident or personal injury.
２. Ｄｏ ｎｏｔ ｏｐｅｒａｔｅ ｔｈｅ ｔｏｏｌ ｗｉｔｈ ｔｈｅ Ｆｒａｍｅ Ｈｅａｄ ｒｅｍｏｖｅｄ．
・ Items such as fingers may become caught in the mechanism.
３. Ｄｏ ｎｏｔ ｂｒｉｎｇ ｙｏｕｒ ｆａｃｅ ｃｌｏｓｅ ｔｏ ｔｈｅ ａｉｒ ｏｕｔｌｅｔ ｈｏｌｅｓ．
・ Pressurized air containing fine particles is discharged from the air outlet holes during use.
Keep eyes away from this area.
４. Ａｖｏｉｄ ｓｋｉｎ ｃｏｎｔａｃｔ ｗｉｔｈ ｓｕｂｓｔａｎｃｅｓ ｓｕｃｈ ａｓ ｈｙｄｒａｕｌｉｃ ｏｉｌ， ｌｕｂｒｉｃａｔｉｎｇ ｏｉｌ ａｎｄ
ｇｒｅａｓｅ．
・ Such substances may cause inflammation of the skin. If they come into contact with your skin,
wash the affected area thoroughly.
５. Ｔｈｅ ｐａｒｔｓ ｔｏ ｂｅ ｕｓｅｄ ｍｕｓｔ ｂｅ ｔｈｏｓｅ ｓｕｐｐｌｉｅｄ ｆｒｏｍ ｕｓ ｏｒ ｒｅｃｏｍｍｅｎｄｅｄ ｂｙ ｕｓ．
Ｓｅｌｅｃｔ ａｎｄ ａｔｔａｃｈ ｐａｒｔｓ ａｐｐｌｉｃａｂｌｅ ｔｏ ｙｏｕｒ ｒｉｖｅｔ．
・ Otherwise the unit may not produce maximum performance and may sometimes malfunction
resulting in an accident or personal injury.
６. Ｍａｋｅ ｓｕｒｅ ｔｈａｔ ｔｈｅ ｗｏｒｋｐｌａｃｅ ｉｓ ｓａｆｅ， ｃｌｅａｎ ａｎｄ ｏｒｇａｎｉｚｅｄ．
・ Accidents can easily occur in unitidy workplace.
・ If the cut-mandrels are allowed to fall onto the floor, you may slip on them, and injury may result.
７. Ａｖｏｉｄ ｕｎｃｏｍｆｏｒｔａｂｌｅ ｐｏｓｔｕｒｅｓ ｗｈｉｌｅ ｗｏｒｋｉｎｇ．
・ You may fall down and injury may result.
８. Ｋｅｅｐ ｐｅｏｐｌｅ ｗｈｏ ａｒｅ ｎｏｔ ｉｎｖｏｌｖｅｄ ｉｎ ｗｏｒｋ ａｗａｙ ｆｒｏｍ ｔｈｅ ｗｏｒｋｐｌａｃｅ．
・ Accidents or injury may result.
９. Ｍａｉｎｔａｉｎ ｔｈｅ ｔｏｏｌ ｗｉｔｈ ｄｕｅ ｃａｒｅ．
・ Refer to the Instruction Manual for details on replacing parts and attachments, otherwise injury
may occur.

３

ＣＡＵＴＩＯＮ .
１０. Ｋｅｅｐ ｔｈｅ ｈａｎｄｇｒｉｐ ａｌｗａｙｓ ｄｒｙ ａｎｄ ｃｌｅａｎ， ａｎｄ ａｖｏｉｄ ａｄｈｅｓｉｏｎ ｏｆ ｏｉｌ ａｎｄ
ｇｒｅａｓｅ．
・ Otherwise the grip may slip from your hand resulting in falling of the unit.
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１１. Ｄｏ ｎｏｔ ｌｅａｖｅ ｔｈｅ ｆｌｏｏｒ ｌｉｔｔｅｒｅｄ ｗｉｔｈ ｃｕｔ - ｍａｎｄｒｅｌｓ．
・ Cut-mandrels are dangerous because their ends are sharp. Stepping on them is also dangerous
easily causing a slip and fall accident.
１２. Ｕｓｅ ｔｈｅ ｔｏｏｌ ｃａｒｅｆｕｌｌｙ ａｎｄ ｃｏｎｃｅｎｔｒａｔｅ ｏｎ ｃｏｒｒｅｃｔ ｏｐｅｒａｔｉｏｎ ａｔ ａｌｌ ｔｉｍｅｓ．
・ Use the tool with proper care, paying full attention to methods of handling and operation and
surrounding conditions. Accidents and injury may result if this practice is not followed.
・ Use common sense at all times, otherwise accidents or injury may result.
・ When you are tired, do not use the tool, otherwise accidents or injury may result.
１３. Ａｓｋ Ｌｏｂｔｅｘ ｔｏ ｃａｒｒｙ ｏｕｔ ａｎｙ ｒｅｐａｉｒ ｗｏｒｋ ｒｅｑｕｉｒｅｄ．
・ Repair work should only be carried out by a qualified technician. Please contact your nearest
“LOBSTER” distributor, representative, or direct to Lobtex Co., Ltd., Osaka.
If the tool is reaired by someone without the necessary qualifications and experience, the tool may
not perform to optimum standards, and accidents or injury may result.
１４. Ｄｏ ｎｏｔ ａｔｔｅｍｐｔ ｔｏ ｍｏｄｉｆｙ ｔｈｅ ｔｏｏｌ．
・ Unauthorized modifications may cause malfunctions which can lead to accidents or injury.
１５. Ｔｈｅ ｙｅａｒ ａｎｄ ｍｏｎｔｈ ｏｆ ｍａｎｕｆａｃｔｕｒｅ ｏｆ ｔｈｅ ｔｏｏｌ ａｒｅ ｉｎｄｉｃａｔｅｄ ｂｙ ａ ｃｏｄｅ ａｎｄ
ｆｏｕｒ - ｄｉｇｉｔ ｎｕｍｂｅｒ ｏｎ ｔｈｅ Ｃｙｌｉｎｄｅｒ Ｃａｐ． （Ｒｅｆｅｒ ｔｏ ｐａｇｅ 6）
１６. Ｗａｒｎｉｎｇ Ｌａｂｅｌｓ ｉｎｃｌｕｄｅ ｉｍｐｏｒｔａｎｔ ｉｎｆｏｒｍａｔｉｏｎ ａｎｄ ｔｉｐｓ ｏｎ ｕｓｉｎｇ ｔｈｅ ｔｏｏｌ．
Ｉｆ ｔｈｅ Ｌａｂｅｌｓ ｂｅｃｏｍｅ ｓｏ ｄｉｒｔｙ ｏｒ ｄａｍａｇｅｄ ｔｈａｔ ｔｈｅｙ ｃａｎｎｏｔ ｂｅ ｒｅａｄ， ｏｒｄｅｒ ａｎｄ
ｒｅｐｌａｃｅ ｔｈｅｍ ｗｉｔｈ ｎｅｗ Ｌａｂｅｌｓ．
Ｙｏｕ ｃａｎ ｏｒｄｅｒ ｎｅｗ Ｌａｂｅｌｓ ｆｒｏｍ Ｌｏｂｔｅｘ Ｃｏ．， Ｌｔｄ． ｔｈｒｏｕｇｈ ｏｕｒ ｄｅａｌｅｒｓ．
１７. Ｏｎｌｙ ｆｏｒ ＥＵ ｃｏｕｎｔｒｉｅｓ， ｄｏ ｎｏｔ ｄｉｓｐｏｓｅ ｏｆ ｅｌｅｃｔｒｉｃ ｔｏｏｌｓ ｔｏｇｅｔｈｅｒ ｗｉｔｈ
ｈｏｕｓｅｈｏｌｄ ｗａｓｔｅ ｍａｔｅｒｉａｌ！
・ In observance of European Directive 2002/96/EC on waste electrical and electronic equipment
and its implementation in accordanse with national law, electric tools that have reached the end of
their life must be collected separately and returned to an environmentally compatible recycling
facility.
１８. Ｗｈｅｎ ｙｏｕ ｈａｎｄｌｅ ｏｉｌ ｏｒ ｇｒｅａｓｅ， ｏｂｔａｉｎ ｔｈｅ ｍａｔｅｒｉａｌ ｓａｆｅｔｙ ｄａｔａ ｓｈｅｅｔ （ＳＤＳ）
ａｎｄ ｆｏｌｌｏｗ ｔｈｅ ｄｅｓｃｒｉｂｅｄ ｉｎｓｔｒｕｃｔｉｏｎｓ．

４

●ＮＯＭＥＮＣＬＡＴＵＲＥ
Frame Cap

Frame Head

Nosepiece
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Safety Cap

Trigger (Long)

Frame

Silencer

Rotary Joint Unit
（Screw size ：
Parallel pipe thread G1/4）

Air Cylinder

Cylinder Cap

ＦＲＡＭＥ ＨＥＡＤ ＩＮＴＥＲＮＡＬ ＰＡＲＴＳ

Jaw Case

Jaw Pusher
Spring

Jaw Pusher
O-ring （※）

Jaws

Jaw Case Head

※ O-ring is included only in AR-011MX.

５

●ＴＥＣＨＮＩＣＡＬ ＤＡＴＡ

environment Relative humidity ％ RH max.
Sound
dB
Vibration (Emission value)
m/sec2
Air intake (Size of screw)
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Model No.
ＡＲ - ０１１ＭＸ
ＡＲ - ０１１ＨＸ
Weight
kg
１．５
２．１
Operating air pressure
MPa
０．５～０．６
Dimensions(Length × Height × Width)mm
２５１×２７１×８０
２７２×３１２×９０
Air consumption per rivet at 0.6MPa
ℓ
１．８
２．４
Tool stroke
mm
１６
１６．５
Traction power at 0.6 MPa
kN
９
１４
Applicable rivets (Rivet diameters) φ mm ２．４， ３．２， ４．０， ４．８ ２．４， ３．２， ４．０， ４．８， ６．４
φ inch 3/32, 1/8, 5/32, 3/16 3/32, 1/8, 5/32, 3/16, 1/4
Operating
Temperature
℃ (°
F)
４～３５ ( ３９．２～９５)
８０ （no condensation）
７５
Less than ２．５
Ｇ１／４

※ Product specifications and design are subject to change for improvement
without notice.

Length

※ Weight and dimensions given are standard values. Actual products
may differ slightly from the values given.
Height
■Ａｉｒ ｃｏｎｓｕｍｐｔｉｏｎ ｃａｌｃｕｌａｔｉｏｎ ｍｅｔｈｏｄ
Use the following calculation method to obtain the required
air consumption, and select the compressor accordingly.

Width

Ｒｅｑｕｉｒｅｄ ａｉｒ ｃｏｎｓｕｍｐｔｉｏｎ ＝ Ａｉｒ ｃｏｎｓｕｍｐｔｉｏｎ ｐｅｒ ｒｉｖｅｔ × Ｎｏ . ｏｆ ｒｉｖｅｔｓ ｐｅｒ ｍｉｎｕｔｅ
Make sure that this corresponds to the compressor dischange capacity (per minute).
Manufacturing year of unit
Installation site of rated plate
Installation site of caution plate

Indicated on the bottom of Air Cylinder in cipher
Along the side of Air Cylinder
Along the side of Air Cylinder
※ Rated plate and caution plate is identical.

How to read the year and month of manufacture
A year/month of manufacture １ ２ ３ ４
An Englsh character
Ａ Ｂ
Ｍ Ｎ
Example
year ： ２０１④ month ： ８ → ＮＹ○○○○
↓
↓
Ｎ
Ｙ

５
Ｋ

６
Ｗ

７
Ｔ

８
Ｙ

９
Ｕ

１０ １１ １２
Ｏ
Ｌ Ｚ

Cylinder Cap

Revision month of instruction manual
Item ： Air rivetter
Model ： AR-011MX , AR-011HX
Month of fifth edition ： October, 2016

Year and month
of manufacture
６

●ＰＲＥＰＡＲＡＴＩＯＮ ＢＥＦＯＲＥ ＵＳＥ
１

Ｉｎｓｔａｌｌ ｔｈｅ Ｓａｆｅｔｙ Ｃａｐ ｔｏ ｔｈｅ ｔｏｏｌ．

Safety Cap

Frame Cap
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ＷＡＲＮＩＮＧ ３ (P. ２)

２

Ｓｅｔ ｕｐ ｔｈｅ ｃｏｍｐｒｅｓｓｏｒ， ａｎｄ ｂｅ ｓｕｒｅ ｔｏ
ｉｎｓｔａｌｌ ａｎ ａｉｒ ｆｉｌｔｅｒ， ａｉｒ ｒｅｇｕｌａｔｏｒ ａｎｄ ａｉｒ
ｌｕｂｒｉｃａｔｏｒ （３- ｄｅｖｉｃｅ ｓｅｔ） ｂｅｔｗｅｅｎ ｔｈｅ
ｃｏｍｐｒｅｓｓｏｒ ａｎｄ ｔｈｅ ｔｏｏｌ．

Air Filter

※ Adjust the drip-feed amount of the air
lubricator to the minimum setting.

Air Regulator

Air Lubricator

ＡＴＴＥＮＴＩＯＮ
If moisture enters inside of the unit, it may freeze in cold temperature or accelerate
degradation of O-rings and packings, resulting in malfunction of the unit. To avoid that,
use an air dryer as necessary in addition to an air filter, regulator and an air lubricator
(3-device set).

３

Ｕｓｅ ｔｈｅ ａｉｒ ｒｅｇｕｌａｔｏｒ ｔｏ ａｄｊｕｓｔ ｔｈｅ ｏｐｅｒａｔｉｎｇ ａｉｒ ｐｒｅｓｓｕｒｅ ｔｏ 0.5 ～ 0.6 ＭＰａ．
ＷＡＲＮＩＮＧ １ (P. ２)
ＡＴＴＥＮＴＩＯＮ
If the air pressure is too high, damage to parts may occur. If the pressure is too low,
some size of the rivet may not be correctly installed (cut).

４

Ｒｅｐｌａｃｅ ｔｈｅ ｐａｒｔｓ ｔｏ ｃｏｎｆｏｒｍ ｔｏ ｔｈｅ ｓｉｚｅ ｏｆ
ｔｈｅ ｒｉｖｅｔ ｂｅｉｎｇ ｕｓｅｄ．

Rivet diameter

Mandrel

※ The rivet size indicates the diameter of the rivet.
ＣＡＵＴＩＯＮ ６ (P. ３)
ＡＲ - ０１１ＭＸ

ＡＲ - ０１１ＨＸ

◎ At the time of purchase, the tool is fitted
with a 3.2mm (1/8") Nosepiece.

◎ At the time of purchase, the tool is fitted
with a 4.8mm (3/16") Nosepiece.

◎ Different-sized rivets can be used just by
replacing the Nosepiece.

◎ 2.4mm (3/32"), 3.2mm (1/8") and 4.0mm
(5/32") rivets can be used just by replacing
the Nosepiece.

◎ If you wish to use other sizes, use a
spanner to remove and replace the
Nosepiece.

７

Body

◎ The tool is available to install 6.4mm (1/4")
rivets subject to conversion of Jaws, Jaw
Case Head, Jaw Pusher and Nosepiece.
(Refer to page 10 and 11)

＜ Table of combinations of replacement parts ＞
ＡＲ ‐ ０１１ＭＸ
Rivet Dia.
２．４mm
３．２mm
( １/ ８")
４．０mm
( ５/ ３２")
４．８mm
( ３/ １６")

Nosepiece

Nosepiece

(Hole dia.)

Ultra Jaws

Jaw Case Head

Jaw Pusher

“M”

“M”

“M”

２．４

２．４

（１．８ mm）

英語／ＥＮＧＬＩＳＨ

( ３/ ３２")

ＡＲ ‐ ０１１ＨＸ

３．２

３．２

（２．３ mm）
４．０

４．０

（２．９ mm）
４．８

４．８

（３．３ mm）

６．４mm

６．４

( １/ ４")

（４．３ mm）

“H”

“H”

“H”

Shaded areas indicate parts which are installed in the tool as standard accessories.

５

Ｐｌｅａｓｅ ｃｈａｎｇｅ ｅｉｔｈｅｒ ｓｔｒａｉｇｈｔ ｊｏｉｎｔ ｏｒ ｒｏｔａｌｙ ｊｏｉｎｔ ｂｙ ｕｓｉｎｇ
ｓｐａｎｎｅｒ ｏｒ ｓｉｍｉａｒ ｔｏｏｌｓ ｗｈｉｃｈ ａｒｅ ｓｕｉｔａｂｌｅ ｆｏｒ ｙｏｕｒ ｗｏｒｋｉｎｇ
ｅｎｖｉｒｏｎｍｅｎｔ．
＜ Table of combinations of replacement parts ＞
Type of joint

Fitting to A

Fitting to B

Straight joint

Nipple Unit

Change Plug Unit

Rotary joint

End Plug Unit

Rotary Joint Unit

Shaded areas indicate parts which are installed in the
tool as standard accessories.
Screw size of the air intake of straight joint or rotary joint is parallel
pipe thread G1/4.
Parts of straight joint are option. (Refer to page 13.)

Ｂ
Ａ

８
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●ＯＰＥＲＡＴＩＮＧ ＴＨＥ ＡＩＲ ＲＩＶＥＴＥＲ
１

Ｓｅｌｅｃｔ ａ ｓｕｉｔａｂｌｅ ｓｉｚｅ ｏｆ ｒｉｖｅｔ ｆｏｒ ｔｈｅ ｗｏｒｋｐｉｅｃｅ ｔｏ ｂｅ ｒｉｖｅｔｅｄ．

２

Ｒｅｐｌａｃｅ ｔｈｅ Ｎｏｓｅｐｉｅｃｅ ｗｉｔｈ ｏｎｅ ｗｈｉｃｈ ｍａｔｃｈｅｓ ｔｈｅ ｓｉｚｅ ｏｆ
ｒｉｖｅｔ ｔｏ ｂｅ ｕｓｅｄ．
(Refer to item ４

in ““ＰＲＥＰＡＲＡＴＩＯＮ ＢＥＦＯＲＥ ＵＳＥ” on Page. 7 and 8)

３

Ｄｒｉｌｌ ａ ｈｏｌｅ ｏｆ ａｐｐｒｏｐｒｉａｔｅ ｓｉｚｅ （0.1 ｔｏ 0.2 ｍｍ ｌａｇｅｒ
ｔｈａｎ ｔｈｅ ｄｉａｍｅｔｅｒ ｏｆ ｔｈｅ ｒｉｖｅｔ） ｉｎｔｏ ｔｈｅ ｗｏｒｋｐｉｅｃｅ．

４

Ｉｎｓｅｒｔ ｔｈｅ ｂｏｄｙ ｏｆ ｔｈｅ ｒｉｖｅｔ ｉｎｔｏ ｔｈｅ ｈｏｌｅ．
ＡＴＴＥＮＴＩＯＮ
Some rivets have mandrels with sharp ends.
Be careful not to injure your fingers on these ends.

５

Ｐｌａｃｅ ｔｈｅ Ｎｏｓｅｐｉｅｃｅ ｏｆ ｔｈｅ ａｉｒ ｒｉｖｅｔｅｒ ｏｖｅｒ ｔｈｅ
ｍａｎｄｒｅｌ ｏｆ ｔｈｅ ｒｉｖｅｔ．

６

Ｇｅｎｔｌｙ ｐｒｅｓｓ ｔｈｅ Ｎｏｓｅｐｉｅｃｅ ｏｆ ｔｈｅ ａｉｒ ｒｉｖｅｔｅｒ ａｇａｉｎｓｔ ｔｈｅ
ｗｏｒｋｐｉｅｃｅ． Ａｆｔｅｒ ｃｈｅｃｋｉｎｇ ｔｈａｔ ｔｈｅｒｅ ｉｓ ｎｏ ｇａｐ ｂｅｔｗｅｅｎ
ｔｈｅ Ｎｏｓｅｐｉｅｃｅ ａｎｄ ｔｈｅ ｗｏｒｋｐｉｅｃｅ， ｐｕｌｌ ｔｈｅ Ｔｒｉｇｇｅｒ．

７

Ｔｈｅ ｒｉｖｅｔ ｗｉｌｌ ｂｅ ｉｎｓｔａｌｌｅｄ ｉｎｔｏ ｔｈｅ ｗｏｒｋｐｉｅｃｅ．

８

Ｒｅｌｅａｓｅ ｔｈｅ Ｔｒｉｇｇｅｒ， ａｎｄ ｔｈｅｎ ｔｉｌｔ ｔｈｅ ａｉｒ ｒｉｖｅｔｅｒ ｔｏ ｒｅｍｏｖｅ ｔｈｅ ｃｕｔ
ｍａｎｄｒｅｌ ｆｒｏｍ ｔｈｅ Ｎｏｓｅｐｉｅｃｅ ｏｒ Ｓａｆｅｔｙ Ｃａｐ．
ＮＯＴＥ ： Make sure that the cut mandrel has been completely removed before
proceeding to the next riveting.

＜Ｏｐｅｒａｔｉｎｇ ｔｅｍｐｅｒａｔｕｒｅ＞
The ambient temperature for working is within the range of 4 ～ 35℃ (39.2 ～ 95°
F).

９

●ＭＡＩＮＴＥＮＡＮＣＥ
After long periods of use, debris from mandrel and other foreign materials tend to build up in various
parts of the tool, and the hydraulic oil level also drops, both of which can lead to operating problems.
The tool should be cleaned periodically.
Ｉｎ ｃａｓｅ ｙｏｕ ｈａｖｅ ｓｏｍｅ ｔｒｏｕｂｌｅ ａｎｄ ｆａｉｌｕｒｅ， ｐｌｅａｓｅ ｒｅｆｅｒ
“ＴＲＯＵＢＬＥＳＨＯＯＴＩＮＧ” ｉｎ ｔｈｉｓ Ｉｎｓｔｒｕｃｔｉｏｎ Ｍａｎｕａｌ．

１ Ｊａｗ ｍａｉｎｔｅｎａｎｃｅ
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ＷＡＲＮＩＮＧ

Ａｌｓｏ ｒｅｆｅｒ ｔｏ ｔｈｉｓ ｓｅｃｔｉｏｎ ｗｈｅｎ ｒｅｐｌａｃｉｎｇ ｐａｒｔｓ．

◎ If debris builds up, the jaws will not move smoothly and normal operation will not be possible.
◎ The jaws should be cleaned on average once every 3,000 riveting operations.

１

Ｔｕｒｎ ｏｆｆ ｔｈｅ ａｉｒ ｓｕｐｐｌｙ．

２

Ｕｓｅ ａ Ｓｐａｎｎｅｒ Ａ ｏｒ ｓｉｍｉｌａｒ ｔｏｏｌ ｔｏ ｒｅｍｏｖｅ ｔｈｅ Ｆｒａｍｅ Ｈｅａｄ．

ＣＡＵＴＩＯＮ １ (P. ３)

ＤＩＳＡＳＳＥＭＢＬＹ

ＣＡＵＴＩＯＮ ２ (P. ３)

３

Ｐｕｌｌ ｂａｃｋｗａｒｄｓ ｔｈｅ Ｊａｗ Ｃａｓｅ Ｃｏｌｌａｒ ｔｏ ｌｏｏｓｅｎ ａｎｄ ｒｅｍｏｖｅ ｔｈｅ Ｊａｗ
Ｃａｓｅ Ｈｅａｄ， ａｎｄ ｔｈｅｎ ｒｅｍｏｖｅ ｔｈｅ Ｊａｗ Ｐｕｓｈｅｒ Ｓｐｒｉｎｇ， Ｊａｗ Ｐｕｓｈｅｒ
ａｎｄ Ｊａｗｓ．
Jaw Pusher Spring
Jaw Pusher
Jaw Case
Jaw Case
O-ring （※）
Jaw Case Collar Head

Jaws

Jaw Case Head

※ O-ring is included only in AR-011MX.

ＣＬＥＡＮＩＮＧ

４

Ｗａｓｈ ａｎｄ ｃｌｅａｎ ｔｈｅ ｐａｒｔｓ ｕｓｉｎｇ ａ ｂｒｕｓｈ ａｎｄ ｋｅｒｏｓｅｎｅ ｏｒ ｓｕｃｈ
ｏｔｈｅｒ ｔｈｉｎｇｓ．

１０

ＲＥＡＳＳＥＭＢＬＹ
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５

Ｒｅａｓｓｅｍｂｌｅ ｂｙ ｆｏｌｌｏｗｉｎｇ ｔｈｅ ｄｉｓａｓｓｅｍｂｌｙ ｐｒｏｃｅｄｕｒｅ
ｉｎ ｒｅｖｅｒｓｅ． Ｔｉｇｈｔｅｎ ｔｈｅ Ｊａｗ Ｃａｓｅ Ｈｅａｄ ｆｕｌｌｙ， ａｎｄ
ｔｈｅｎ ｔｕｒｎ ｉｔ ｂａｃｋ ｓｏ ｔｈａｔ ｔｈｅ ｎｏｔｃｈ ｉｓ ａｌｉｇｎｅｄ ｗｉｔｈ
ｔｈｅ ｔａｂ ｏｎ ｔｈｅ Ｊａｗ Ｃａｓｅ Ｃｏｌｌａｒ， ａｎｄ ｍｏｖｅ ｔｈｅ ｃｏｌｌａｒ
ｉｎｔｏ ｐｌａｃｅ．
ＮＯＴＥ ：
■ Apply LOBSTER Lubricant Oil JO-50
(separately sold ：
ISO VG150 containing molybdenum disulfide)
to the back of the Jaws.
The lubricant oil should be applied on average
once every 1,000 riveting operations.

６

Aline the notch

Lower the
Jaw Case Collar

＜ Jaw Case Head (Cross section) ＞
Apply jaw lube
(lubricating oil)

Ｕｓｅ ａ Ｓｐａｎｎｅｒ Ａ ｏｒ ｓｉｍｉｌａｒ ｔｏｏｌ ｔｏ ｉｎｓｔａｌｌ ｔｈｅ Ｆｒａｍｅ Ｈｅａｄ ｓｅｃｕｒｅｌｙ．
ＮＯＴＥ ：
■ When reassemble, be sure to apply a
＜ Jaw Case setting position ＞
lubricant such as grease to all moving and
sliding parts.
■ Be careful not to leave out any parts, and
tighten all connections securely.
Spanner Ｂ
Ｌ
■ The Jaws are consumable parts, and they
should be replaced periodically.
AR-011MX ： L = 71 mm
■ The Jaw Case and Jaw Case Lock Nut do
AR-011HX ： L = 85 mm
not need to be removed during maintenance.
If they are removed by mistake, replace them so that the distance matches those
shown in the illustration at right by using a spanner or similar tool and the Spanner B.

２ Ｃｌｅａｎｉｎｇ ａｎｄ ｆｉｌｉｎｇ ｔｈｅ Ａｉｒ Ｃｙｌｉｎｄｅｒ
◎ If foreign materials build up in the Air Cylinder, it will not operate smoothly and service life will be
reduced.

ＤＩＳＡＳＳＥＭＢＬＹ

◎ Be sure to remove the Frame Head when adding hydraulic oil. And then, check the setting position
of Jaw Case Head.
Excess oil pushes the Oil Piston downward too much, then, the damage of the O-ring and the
B-ring may result.

１１

１

Ｔｕｒｎ ｏｆｆ ｔｈｅ ａｉｒ ｓｕｐｐｌｙ．

２

Ｕｓｅ ａ Ｓｐａｎｎｅｒ Ａ ｏｒ ｓｉｍｉｌａｒ ｔｏｏｌ ｔｏ ｒｅｍｏｖｅ ｔｈｅ
Ｆｒａｍｅ Ｈｅａｄ．
ＣＡＵＴＩＯＮ ２ (P. ３)

３

Ｕｓｅ ａ Ｓｐａｎｎｅｒ Ａ ｏｒ ｓｉｍｉｌａｒ ｔｏｏｌ ｔｏ ｒｅｍｏｖｅ ｔｈｅ Ｃｙｌｉｎｄｅｒ
Ｃａｐ ａｎｄ ｐｕｌｌ - ｏｕｔ ｔｈｅ Ａｉｒ Ｐｉｓｔｏｎ ｓｔｒａｉｇｈｔｌｙ ｕｓｉｎｇ ｓｕｉｔａｂｌｅ
ｐｌｉｅｒｓ．

ＣＡＵＴＩＯＮ １ (P. ３)

ＮＯＴＥ ：
■ Hold the Air Cylinder vertical, as the hydraulic
oil will spill out if it is tipped sideways.

ＣＬＥＡＮＩＮＧ

Ｕｓｅ ａ ｒａｇ， ｂｒｕｓｈ ｏｒ ｓｉｍｉｌａｒ ｔｏ ｃｌｅａｎ ａｌｌ ｐａｒｔｓ．

５

Ｓｕｐｐｌｙ ＬＯＢＳＴＥＲ Ｈｙｄｒａｕｌｉｃ Ｏｉｌ （ＵＯ－１００）
（ｓｅｐａｒａｔｅｌｙ ｓｏｌｄ） ｔｏ ｔｈｅ ｏｉｌ ｓｕｐｐｌｙ ｐｏｒｔ ｏｆ
ｔｈｅ Ａｉｒ Ｃｙｌｉｎｄｅｒ ｕｎｔｉｌ ｔｈｅ ｏｉｌ ｓｌｉｇｈｔｌｙ ｏｖｅｒ
ｔｈｅ Ｏ - ｒｉｎｇ ａｎｄ ｔｈｅ Ｂ - ｒｉｎｇ．
※ Hydraulic oil used (viscosity)
---ISO VG 46.

Fill with oil
up to here
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FILLING OIL

４

Air
Cylinder
Frame
Oil

ＲＥＡＳＳＥＭＢＬＹ

６

Ａｆｔｅｒ ａｐｐｌｙ ｇｒｅａｓｅ ｏｎ ｔｈｅ Ｏ - ｒｉｎｇ ａｎｄ ｒｏｄ ｏｆ Ａｉｒ Ｐｉｓｔｏｎ Ｕｎｉｔ
ａｎｄ ｏｎ ｔｈｅ ｉｎｓｉｄｅ ｏｆ Ａｉｒ Ｃｙｌｉｎｄｅｒ， ｒｅａｓｓｅｍｂｌｅ ｂｙ ｆｏｌｌｏｗｉｎｇ
ｔｈｅ ｒｅｖｅｒｓｅ ｐｒｏｃｅｄｕｒｅ ｔｏ ｄｉｓａｓｓｅｍｂｌｅ．
Apply grease
ＮＯＴＥ ：
■ Before assembling, be sure to apply lubricant
such as grease to each sliding section.
Air Piston
■ Recommended grease is
Unit
Grease grade 1 ～ 2.

７

Ａｆｔｅｒ ｒｅａｓｓｅｍｂｌｅｄ ａｌｌ ｏｔｈｅｒ ｐａｒｔｓ，
ｉｎｓｔａｌｌ ｔｈｅ Ｆｒａｍｅ Ｈｅａｄ ｓｅｃｕｒｅｌｙ ｕｓｉｎｇ
ａ ｓｐａｎｎｅｒ Ａ． Ｗｉｐｅ ａｎｙ ｏｉｌ ｏｕｔｓｉｄｅ ｔｈｅ
ｔｏｏｌ ａｎｄ ｃｌｅａｎ ｕｐ ａｎｙ ｓｐｉｌｔ ｏｉｌ ｂｅｆｏｒｅ
ｕｓｉｎｇ ｔｈｅ ｔｏｏｌ．

Air Piston

Frame Head

Air Cylinder

●ＳＴＯＲＡＧＥ
● Store in a place which is well-ventilated and free from excessive dust and humidity, and where
there is no danger that the tool will fall.
● If not using the tool for an extended period of time, carry out a maintenance inspection before
storing it away. (Refer to “MAINTENANCE” on pages 10 ～ 12.)
● To increase the working life of the tool, it is recommended that you give it periodic overhauls.
Contact the place of purchase or your nearest “LOBSTER” dealer for any overhauls and repair
worl required. (A charge will be made for this service.)
ＨＹＤＲＡＵＬＩＣ ＯＩＬ ＲＥＱＵＩＥＲＭＥＮＴＳ
Use only clean hydraulic oil, as the viscosity of the oil used will
affect tool performance.
“LOBSTER” brand Hydraulic Oil is supplied in a plastic filler
bottle with the tool, and can also be obtained from your
“LOBSTER” dealer or agent in your town. If this is not possible,
a good quality mineral oil with the following properties should
also be used.

Viscosity ISO
Viscosity Index
Viscosity at 40℃
Viscosity at 100℃
Flash Point

VG46
113
46 c.s.t.
7.06 c.s.t
228

RECOMMENDED OILS are:
Shell Tellus No.46
Esso Teresso No.46
Mobil D.T.E. 25 Oil (Medium)

１２

●ＯＲＤＥＲＩＮＧ ＰＡＲＴＳ
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Indicate the tool model, part name, code no. and quantity as shown below when ordering.
Model

Part Name

Code No.

Qty.

AR-011MX

Ultra Jaws (pair) ‘M’

１０２８１

１ pair

AR-011MX

Frame Head

１０１０５

１ pc

※ When parts are modified for improvement, the older parts are kept in stock for a period
of five years.
We offer the following parts as parts sold separately.
Trigger (Short)
Model

Part Name

Code No.

AR-011MX

Trigger (Short) Unit “M”

１００２１

AR-011HX

Trigger (Short) Unit “H”

１４５３８

Part Name

Code No.

Change Plug Unit

４２５０９

Nipple Unit

６５１９１

Straight joint parts
Model
AR-011MX
or
AR-011HX

●ＴＲＯＵＢＬＥＳＨＯＯＴＩＮＧ
If a problem occurs, check the followings.
If the problem persists after checking the items in the table below, contact your nearest
“LOBSTER” dealer or direct to us.
Ｉｎ ｍａｋｉｎｇ ａｎｙ ｅｎｑｕｉｒｉｅｓ ａｂｏｕｔ ｔｈｉｓ ｐｒｏｄｕｃｔ ｏｒ ｒｅｑｕｅｓｔｓ ｆｏｒ ｒｅｐａｉｒ ｗｏｒｋ，
ｆｉｒｓｔ ｃｈｅｃｋ ｔｈｅ ｔｒｏｕｂｌｅｓｈｏｏｔｉｎｇ ｉｔｅｍｓ ｂｅｌｏｗ， ａｎｄ ｔｈｅｎ ｍａｋｅ ａ ｎｏｔｅ ｏｆ
ｔｈｅ ｍｏｄｅｌ ｎｕｍｂｅｒ， ｔｈｅ ｕｓａｇｅ ｃｏｎｄｉｔｉｏｎｓ ａｎｄ ｔｈｅ ｔｒｏｕｂｌｅ ｓｙｍｐｔｏｍｓ ｉｎ
ａｓ ｍｕｃｈ ｄｅｔａｉｌ ａｓ ｐｏｓｓｉｂｌｅ． Ｉｆ ｙｏｕ ｃａｎ ｐｒｏｖｉｄｅ ｔｈｉｓ ｋｉｎｄ ｏｆ ｉｎｆｏｒｍａｔｉｏｎ，
ｉｔ ｗｉｌｌ ｃｏｎｔｒｉｂｕｔｅ ｔｏ ｒｅｄｕｃｉｎｇ ｔｈｅ ａｍｏｕｎｔ ｏｆ ｔｉｍｅ ｒｅｑｕｉｒｅｄ ｆｏｒ ｄｅｌｉｖｅｒｙ ｏｒ
ｒｅｐａｉｒｓ ｔｏ ｂｅ ｃｏｍｐｌｅｔｅｄ．

１３

３ Wrong type of parts.

４ Nosepiece or Frame Head is loose.

Number of switch
operations
increases before
rivetting is
complete.

Ｃｏｕｎｔｅｒｍｅａｓｕｒｅ
Apply “LOBSTER” brand Lubricant
Oil to the back of Jaws.
(Refer to page 10 and 11.)
Clean the Jaws and the inside of
Jaw Case Head, and apply
“LOBSTER” brand Lubricant Oil
to the back of Jaws.
(Refer to page 10 and 11.)
Replace with the correct part
which matches the rivet size.
(Refer to page 7 and 8.)
Use a Spanner A or similar to
tighten securely.

５ Jaw Case is incorrectly assembled.
(Setting position is incorrect.)
６ The inside of the Frame Head is dirty
so that the Jaws cannot open
property.

Check the Jaw Case setting
position. (Refer to page 11.)
Clean the inside of the Frame
Head and the Jaws.
(Refer to page 10 and 11.)

７ The tail end of the Nosepiece is
damaged so that the Jaws cannot
open property.
８ The inside of the Air Cylinder is dirty
so that the Air Piston cannnot return
to its proper position.

Replace the Nosepiece.

英語／ＥＮＧＬＩＳＨ

Ｔｒｏｕｂｌｅ
Ｃａｕｓｅ
The rivet does not １ Lublicant oil shortage of the contact
go in, or the cut
surface between Jaws and Jaw Case
mandrel does not
Head.
come out after
２ Contact surface between Jaws and
rivetting.
Jaw Case Head are not smooth.
(friction).

Clean inside the Air Cylinder, and
apply grease inside the Air Cylinder
and to the O-ring.
(Refer to page 11 and 12.)
９ Oil filling was not performed correctly, Refill the hydraulic oil after remove
so that there is excess hydraulic oil the Frame Head.
(Refer to page 11 and 12.)
inside the tool.
１ The rivet length is not correct for the Use rivet which match the
workpiece thickness.
workpiece thickness.
２ Compressor air pressure is incorrect. Adjust to obtain an appropriate
pressure of supplied air.
0.5 ～ 0.6 MPa
３ Jaw Case is incorrectly assembled. Check the Jaw Case setting
(Setting position is incorrect.)
position. (Refer to page 11.)
４ Jaws are worn.

５ Insufficient hydraulic oil, causing a
shorter stroke.
Air Piston does not １ Malfunction of the Air Piston due to
operate, or returns
dirt or oil shortage inside the Air
very slowly, or
Cylinder.
operations is not
smooth.
２ Insufficient and excess pressure of
supplied air.

Replace the Jaws.
(Refer to page 10 and 11.)
Add hydraulic oil.
(Refer to page 11 and 12.)
Clean inside the Air Cylinder, and
apply grease inside the Air Cylinder
and to the O-ring.
(Refer to page 11 and 12.)
Adjust to obtain an appropriate
pressure of supplied air.
0.5 ～ 0.6 MPa
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１９

２１

１８

３
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５

４

６

２
１－Ｂ

１０ １１

１２

ⅱ

１３
１５

９

８

１６

１７

１４
３１

７
２８

３５
ⅲ-Ａ

Accessories
ⅰ

２６

３２

１３
１４

２３
２７

３３
３５

５４
２２

２９

３４
３０

２４

５３
５２

ⅳ-Ａ

３９

ⅵ

４１
４４

４８
５１

４０
５０

ⅶ

４５

４９

２５

４２

１－Ｄ

４３

１－Ｃ
１－Ａ

ⅴ-Ａ
Exploded view
of ⅳ - Ａ
３８
４６
４７
１５

３７ ３６

Index

Part Name

Index

Part Name

Code No.

Material

３０ Spring Pin 3 × 18

１０１４５

Steel

３１ Spring Pin 3 × 20

１０２５１

Steel

ⅲ - Ａ Trigger (Long) Unit “M” ２０５１０

Steel

Code No.

Material

１－Ａ Nosepiece 2.4 (3/32)

１００２７

Steel

１－Ｂ Nosepiece 3.2 (1/8)

１００２８

Steel

１－Ｃ Nosepiece 4.0 (5/32)

１００２９

Steel

１－Ｄ Nosepiece 4.8 (3/16)

１００３０

Steel

３２ Trigger (Long)

１３１２１

Steel

No.

No.

Frame Head

１０１０５

Steel

３３ Trigger Connector Rod

１０１２０

Steel

３

Jaw Case Head

１０２８０

Steel

３４ Trigger Lever

１０１１９

Steel

４

Ultra Jaws (pair) ‘M’

１０２８１

Steel

３５ Spring Pin 3 × 7.2

２３５９５

Steel

５

O-ring P-10

１０２７４

Rubber

４２５０２

②

６

Jaw Pusher

１０１３２

Steel

３６ O-ring P-7

１０１４９ Rubber

７

Jaw Pusher Spring

１０１３３

Steel

３７ O-ring S-10

１０１５１ Rubber

８

Jaw Case

１０２７９

Steel

３８ Retaining ring E-7

１０２８５

９

Jaw Case Collar

１０２８６

Steel

３９ Valve Pusher Packing

１７２８５ Rubber

１０ Collar Spring

１０２８７

Steel

４０ Valve (Steel Ball 8.0)

１０２４７

Steel

１１ Lock Washer

１０１４８

Steel

４１ Valve Spring

１０４４４

Steel

１２ Jaw Case Lock Nut

１０１１３

Steel

ⅴｰＡ End Plug Unit

６５１８０

③

ⅰ

６５１９３

①

Frame Unit

ⅳｰＡ Rotary Joint Unit

Steel

４２ O-ring S-14

１０１５２ Rubber

１３ O-ring P-12

１０１２８ Rubber

４３ End Plug

６５１７８

Brass

１４ B-ring P-12

１０１２９ Plastic

ⅵ

Air Piston Unit

６５１９８

②

１５ Oil Piston

１０２４１

ⅶ

Air Piston Rod Unit

６５１９９

④

１６ O-ring P-22A

１０１３０ Rubber

４４ Bumper (Rubber Cushion) ２９７３６ Rubber

１７ B-ring P-22A

１０１３１ Plastic

４５ O-ring Ｐ－６０

１０１３４ Rubber

ⅱ

６６００４

４６ O-ring Ｇ－７０

１００８０ Rubber

Retun Spring

Steel

Steel

１８ O-ring S-26

１０１５３ Rubber

４７ Cylinder Cap

１００１１ Aluminum

１９ Hanger Clip

１０１０６

４８ Warning Label

６１０７５

⑤

２０ Frame Cap A

６６００２ Aluminum

４９ Air Hose Joint Nut 1/4

１０１３９

Brass

２１ Safety Cap

４２５０５ Rubber

５０ Air Hose Joint 1/4

１０１４０

Brass

２２ Air Cylinder

６５１９７

④

５１ Spanner ‘A’

１０１４１

Steel

２３ Plug

１４３５９

Steel

５２ Spanner ‘B’

１０１４２

Steel

２４ Silencer

１４３５５ Plastic

５３ Hydraulic Oil (in a bottle) １００１２ Plastic

２５ Frame Lock Nut

１０１１２

Steel

５４ Lubricant Oil (in a bottle) ６４０８８ Plastic

２６ Valve Pusher

６５４２３

Steel

Option

２７ O-ring P-3

１０３３３ Rubber ⅲ - Ｂ Trigger (Short) Unit ‘M’ １００２１

２８ O-ring P-7

１０１４９ Rubber ⅳ - Ｂ Change Plug Unit

４２５０９

⑥

２９ Valve Pusher Spring

１２１３２

６５１９１

③

Steel

Steel

ⅴ - Ｂ Nipple Unit

Steel

※ Parts with circled Index No. are consumable parts. They should be replaced periodically.
※ Index No. ⅰ (Frame Unit) includes Index No.13 and 14 (O-ring P-12 and B-ring P-12).
※ Index No.22 (Air Cylinder) includes Index No.23 (Plug).
※ Unit parts materials
① Aluminum, Rubber, Plastic
④ Aluminum, Steel

② Aluminum, Rubber, Steel
⑤ Paper, Plastic

③ Brass, Rubber
⑥ Rubber, Plastic
１６
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２
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２０

１９
５- Ａ

１７

４- Ａ

３- Ａ
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１８

２
１- Ｄ

７

８

９

１２

１０ １１

６

ⅱ

１６
１４

１５

１３
Accessories

３１
３５

ⅰ

３２

５４

２７
３３

１２
１３

２２

２５

３５
３４

５３
５２

２１
２９

ⅲ-Ａ

５１

３０

２６

２３
５０
４９

２８
ⅳ－Ａ

ⅵ

ⅶ

１- Ａ
１- Ｂ

３９
４０
４１

４８

１- Ｃ
１- Ｅ

２４

４４

４- Ｂ
３- Ｂ
４２

４５

５- Ｂ
Exploded view
of ⅳ - Ａ

４３
ⅴ－Ａ

３８

４６
４７

３６
３７

１７

Index
No.

Index

Code No.

Material

Nosepiece ‘H’ 2.4
Nosepiece ‘H’ 3.2
Nosepiece ‘H’ 4.0
Nosepiece ‘H’ 4.8
Nosepiece ‘H’ 6.4
Frame Head
Jaw Case Head ‘M’
Jaw Case Head ‘H’
Ultra Jaws (Pair) ‘M’
Ultra Jaws (Pair) ‘H’
Jaw Pusher ‘M’
Jaw Pusher ‘H’
Jaw Pusher Spring
Jaw Case
Jaw Case Collar
Collar Spring
Lock Washer

１０２１３
１０２１４
１０２１５
１４３５０
１０２２６
１０１９１
１４３７８
１０４４７
１０２８１
１０４９３
１０２０９
１０２２４
１０２１０
１０４２９
１０４４８
１０４４９
１０１４８

Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel

Jaw Case Lock Nut
Frame Unit
O-ring P-12
B-ring P-12
Oil Piston
O-ring P-24
B-ring P-24
Return Spring
O-ring S-28
Hanger Clip
Frame Cap
Safety Cap
Air Cylinder
Plug
Silencer
Frame Lock Nut
Valve Pusher
O-ring P-4
O-ring P-9

１０１１３ Steel
４２
６５４１３
①
４３
１０１２８ Rubber
ⅵ
１０１２９ Plastic
ⅶ
１０１９５ Steel
４４
１０２０７ Rubber
４５
１０２０８ Plastic
４６
１４１３９ Steel
４７
１０２２１ Rubber
４８
１０１９２ Steel
４９
６５４２０ Aluminum ５０
４２５０５ Rubber
５１
６５４１１
④
５２
１４３５９ Steel
５３
１４３５５ Plastic
５４
１０１１２ Steel
６５９２９
Steel ⅲ - Ｂ
１０４５４ Rubber ⅳ－Ｂ
１０２１９ Rubber ⅴ－Ｂ

Part Name

No.

２８ Valve Pusher Spring
２９ Slotted Pin 4 × 31
３０ Spring Pin 3 × 18
３１ Spring Pin 3 × 20
ⅲ - Ａ Trigger (Long) Unit ‘H’
３２ Trigger (Long)
３３ Trigger Connector Rod
３４ Trigger Lever
３５ Spring Pin 3 × 7.2
ⅳｰＡ Rotary Joint Unit
３６ O-ring P-7
３７ O-ring S-10
３８ Retaining ring E-7
３９ Valve Pusher Packing
４０ Valve (Steel Ball 8.0)
４１ Valve Spring
ⅴｰＡ End Plug Unit
O-ring S-14
End Plug
Air Piston Unit
Air Piston Rod Unit
Bumper (Rubber Cushion)
O-ring P-70
O-ring G-80
Cylinder Cap
Warning Label
Air Hose Joint Nut 1/4
Air Hose Joint 1/4
Spanner ‘A’
Spanner ‘B’
Hydraulic Oil
Lubricant Oil (in a bottle)
Option
Trigger (Short) Unit ‘H’
Change Plug Unit
Nipple Unit

Code No.

Material

１０４５３
１４１５４
１０１４５
１０２５１
２０５１２
１３１２６
１０２０２
１０１１９
２３５９５
４２５０２
１０１４９
１０１５１
１０２８５
１７２８５
１０２４７
１０４４４
６５１８０

Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
Steel
②
Rubber
Rubber
Steel
Rubber
Steel
Steel
③

１０１５２ Rubber
６５１７８ Brass
６５４１６
②
６５４１７
④
２９７３６ Rubber
１０２１２ Rubber
１０２１１ Rubber
１００５９ Aluminum
６１０７５
⑤
１０１３９ Brass
１０１４０ Brass
１０２１７ Steel
１０２１８ Steel
１００１２ Prastic
６４０８８ Prastic
１４５３８
４２５０９
６５１９１

Steel
⑥
③

※ Parts with circled Index No. are consumable parts. They should be replaced periodically.
※ Index No. ⅰ (Frame Unit) includes Index No.12 and 13 (O-ring P-12 and B-ring P-12).
※ Index No.21 (Air Cylinder) includes Index No.22 (Plug).
※ Unit parts materials
① Aluminum, Rubber, Plastic
④ Aluminum, Steel

② Aluminum, Rubber, Steel
⑤ Paper, Plastic

③ Brass, Rubber
⑥ Rubber, Plastic
１８

英語／ＥＮＧＬＩＳＨ

１－Ａ
１－Ｂ
１－Ｃ
１－Ｄ
１－Ｅ
２
３- Ａ
３- Ｂ
４- Ａ
４- Ｂ
５- Ａ
５- Ｂ
６
７
８
９
１０
１１
ⅰ
１２
１３
１４
１５
１６
ⅱ
１７
１８
１９
２０
２１
２２
２３
２４
２５
２６
２７

Part Name
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ＷＡＲＲＡＮＴＹ ＆ ＳＥＲＶＩＣＥ
LOBSTER ® WARRANTS THAT GOODS COVERED BY THIS
MANUAL WILL CONFORM TO APPLICABLE SPECIFICATIONS
AND DRAWINGS AND THAT SUCH GOODS WILL BE
MANUFACTURED AND INSPECTED ACCORDING TO GENERALLY
ACCEPTED PRACTICES OF COMPANIES MANUFACTURING
INDUSTRIAL TOOLS. THERE ARE NO WARRANTIES WHICH
EXTEND BEYOND THE FOREGOING.
THE LIABILITY OF LOBSTER ® ON PARTS FOUND TO BE
DEFECTIVE IS LIMITED TO RE-WORK OR THE REPLACEMENT
OF SUCH GOODS AND IN NO CASE TO EXCEED THE INVOICE
VALUE OF THE SAID GOODS. UNDER NO CIRCUMSTANCES
WILL LOBSTER ® BE LIABLE FOR DAMAGES OR COSTS
INCURRED BY THE BUYER OR SUBSEQUENT USER IN REPAIRING OR REPLACING DEFECTIVE GOODS.
ROUTINE MAINTENANCE AND REPAIR OF LOBSTER ® RIVET
TOOLS CAN BE PERFORMED BY AN AVERAGE MECHANIC.
HOWEVER, IF YOU HAVE A LOBSTER® RIVET TOOL THAT IS
IN NEED OF MAJOR REPAIR WE RECOMMEND THAT IT BE
SENT DIRECTLY TO US POSTAGE PAID FOR SERVICE AT A
REASONABLE CHARGES.

MANUFACTURER

ＯＳＡＫＡ， ＪＡＰＡＮ
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